


 

KW Monitor Ver.2.70 

Information you need to know before using the software (essential reading)
About KW Monitor Ver.2.70

You can use KW Monitor to edit the setting data, monitor measured value and save log files of KW8M/ KW7M/ KW4M/ KW1M series/ KW2G series Eco-POWER METER, as well as to display and save graphs (Daily, Monthly etc.) and to monitor simple demand and PF with log data.

· Please use demand and PF monitor as your standard because this is simple monitor.

· This software supports only MEWTOCOL. Other protocol such as Modbus is not supported. 

Caution

Be aware of the following points listed below.
This software is freeware. The copyright for this software is held by Panasonic Industrial Devices SUNX Co., Ltd. By using this software it is assumed that you agree to "Conditions of Use" presented below.

Conditions of Use

· Panasonic Industrial Devices SUNX does not warrant anything regarding the use of this software. 

· Panasonic Industrial Devices SUNX will not assume responsibility of any sort for direct, indirect, repercussive, resulting or special damage that results from using this software or from the operation of the software itself. 

· Panasonic Industrial Devices SUNX does not restrict the use, copying or distribution of this software. 
However, when copying or distributing, Panasonic Industrial Devices SUNX prohibits the procurement of fees other than the cost of media, and prohibits the applying of restrictions in use of the software. 

System Requirements

Make sure that the computer on which you intend to run the software meets the minimum specifications listed below.

	OS
	Windows XP Professional / Vista Business (*1) / 7 (*1) / 8 (*1)

	Application software(graph data savefunction)
	Microsoft Excel97 or better

	Available hard disk space
	Program:more than 180MB Data:more than 100MB

	Recommended CPU
	Intel Celelon 700MHz or better (depends on OS)

	Recommended system RAM
	Windows98:more than 128MB WindowsNT:more than 256MB

	Recommended display resolution
	1024 × 768 or more

	Recommended color depth
	High Color(16bit) or more

	Applicable model
	KW8M/ KW7M/ KW4M(MEWTOCOL Type)/ KW1M / KW2G series Eco-Power Meter


	*1
	Even if a customer stores a file created by the customer in \Program files, the file will be automatically stored in /userID/AppData/Local/VirtualStore.
[When User Account Control (UAC) is on as the default setting of Windows VistaTM]


How to Install

1.Click on the title of the file name that you want to download and indicate the download destination.

*When you already have indicated the download destination, the file will be downloaded automatically.


You can check on "Control panel" -> "system". 

2.When the download is finished, double-click the file to begin the installation process.

· Please double-click the file [kwmonitor_freev270(32bit)] or [kwmonitor_freev270(64bit)] > setup.exe to begin.

· During installation be sure to read the License Agreement. Users who continue with the installation are regarded as assenting to the conditions of use in the License Agreement.

· When installing in Windows XP, the following message is displayed. "The software you are installing has not passed Windows Logo testing....". Please select [Continue Anyway] button. 

　 

3.After completing the installation, reboot the computer.

· When you'd like to update KW monitor in PC, already KW monitor installed, uninstall the previous version before installation of the latest version.
· When you already use KW monitor and you'd like to update it to the latest version, the data for graph functions is not saved. (i.e. it is impossible to display the graph.)
Save the graph you need by using graph save functions before uninstall the old version.
· Have OS administrator authorization valid, then operate in case of installing, uninstalling or restarting software. 

	*
	For details about KW Monitor, refer to the manual "KW Monitor Operation Manual".


	*
	For more information about Eco-Power Meter refer to the 'Instruction Manual' included with a product or the 'User's Manual' on website.


	*
	These manuals are available for download. To access data downloads, you must first register as a Control Equipment member.
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KW Monitor Detailed Version-Up Information 

Version-up Information

Version-Up Information (Ver.2.62 to Ver.2.70)(January 17, 2014 update)

The following points have been upgraded. 

[Change specs]

· Support Microsoft(R) Windows 8. 

Version-Up Information (Ver.2.61 to Ver.2.62)(April 22, 2013 update)

The following points have been upgraded. 

[Correct errors]

· When the graph of demand was displayed in group, the error that　predicted demand unable to display was corrected. 

Version-Up Information (Ver.2.60 to Ver.2.61)(December 4, 2012 update)

The following points have been upgraded. 

[Correct errors]

· The problem that logging is not available when KW2G expantion units are set as station No.8 or 9. 

Version-Up Information (Ver.2.50 to Ver.2.60)(November 1, 2012 update)

The following points have been upgraded. 

[Add functions]

· Update to store the setting value of Eco-Power Meter.(Available only for USB communication on KW2G series.) 

[Change specs]

· 64-bit OS is acceptable. 

Version-Up Information (Ver.2.40 to Ver.2.50)(October 1, 2012 update)

The following points have been upgraded. 

[Correct errors]

· Add the number of selectable COM port (16 to 255) 

Version-Up Information (Ver.2.30 to Ver.2.40)

The following points have been upgraded. 

[Add functions]

· Graph for data of analog input and pulse input is available in graph function and csv graph function. 

[Correct errors]

· The problem of the working when demand alarm or PF alarm is output was improved. 

Version-Up Information (Ver.2.20 to Ver.2.30)

The following points have been upgraded. 

[Add functions]

· Simple demand function of KW1M-H and KW8M with log function acceptable. 

[Correct errors]

· The problem that time stamp was not updated for logging was improved. 

· The problem that it doesn't work auto-save function was improved. 

· The problem of display for PF with KW8M was improved. 

· The problem of display for unit setup window was improved. 

Version-Up Information (Ver.2.11 to Ver.2.20)

The following points have been upgraded. 

[Add functions]

· KW2G expansion unit pulse input, analog input acceptable. 

[Correct errors]

· The problem of display for logging was improved. 

Version-Up Information (Ver.2.01 to Ver.2.11)

The following points have been upgraded. 

[Add functions]

· KW2G acceptable. 

· KW7M, KW8M new functions acceptable.
(1)Add items for terminal settings.
- Current alarm and stand-by alarm setting.
- Pre-scale setting (only KW8M)
(2)Counter display is changed. (only KW8M) 

[Correct errors]

· The problem, that is not saved at csv graph display, was improved. 

· The process of demand alarm was improved. 

· The problem, logging KW2G data doesn't work correctly, was improved. 

Version-Up Information (Ver.2.00 to Ver.2.01)

The following points have been upgraded. 

· The Problem, that graph display doesn't work well, was improved. 

Version-Up Information (Ver.1.52 to Ver.2.00)

The following points have been upgraded. 

· You can change the display in English, Japanese, Chinese and Korean. 

· The graph display functions are expanded. 

Version-Up Information (Ver.1.51 to Ver.1.52)

The following points have been upgraded. 

· In order to support AKW8115, CT type '1A' is added to 'Unit setup'. 

Version-Up Information (Ver.1.42 to Ver.1.51)

The following points have been upgraded. 

· KW1M, KW1M-H, KW1M-R acceptable 

· The problem, that unit log read out function doesn't display correctly, was improved. 

· The problem with the communication was improved. 

Version-Up Information (Ver.1.41 to Ver.1.42)

The following points have been upgraded. 

· You can monitor the item "CHG"and "CO2" at KW4M. 

· You can make group with Ethernet by using KS1. 

Version-Up Information (Ver.1.40 to Ver.1.41)

The following points have been upgraded. 

· You can display a graph by using a logging file (CSV) of the below.
  ･ Saved by KW8M with log function type
  ･ Saved by Eco-Power Unit
  ･ Saved by KW Monitor 

Version-Up Information (Ver.1.33 to Ver.1.40)

The following points have been upgraded. 

· KW8M with log function type acceptable 

Version-Up Information (Ver.1.32 to Ver.1.33)

The following points have been upgraded. 

· Data collection cycle of second unit is added. 

· In log window, you can change folder to save by auto save. 

Version-Up Information (Ver.1.31 to Ver.1.32)

The following points have been upgraded. 

· The problem, that graph function doesn't work well, was improved. 

Version-Up Information (Ver.1.20 to Ver.1.31)

The following points have been upgraded. 

· KW7M, KW8M Eco-Power METER acceptable 

Version-Up Information (Ver.1.10 to Ver.1.20)

The following points have been upgraded. 

· Ethernet communication acceptable 

Version-Up Information (Ver.1.00 to Ver.1.10)

The following points have been upgraded. 

· Graph function addition 

