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■　ＦＥＡＴＵＲＥＳ
＊EQUIPPED WITH ULTRA-FUZZY CONTROL.
＊LARGE WHITE DISPLAY FOR CLEAR VIEW.
＊By connecting the loader cable, parameter setting would be

      possible without the external power supply (Power will be
      supplied from the PC).
      Even the complicated setting can easily be done with the simple
      key operation of the PC.  The setting procedures are greatly
      minimized.
   ＊COMPACT BODY WITH DEPTH OF 59mm.
　 ＊SAMPLING CYCLE：250mS.
   ＊UL/CE/KC STANDARD(Application pending)
 　＊FUZZY CONTROL: Effectively prevents the "Over-Shoot"
　　　better than the normal PID Control at the initial start-up stage.
　 ＊In the event of power failure, the data of the integral operation 
      volume at the time of normal operation is stored in EEPROM, and
      by restoring this volume upon resumption of power, the time
      required to stabilize the control will be improved, thus, the   

      occurrence rate of defective item is diminished.

 

 

 

 

 

I nput  t ypes

Sampl i ng 
cycl e

250mS

Di spl ay 
pr eci si on:
( t he ambi ent  
t emper at ur e 
23±10°C）

Thermocoupl e： K,  J,  R,  T,  N,  S,  B ( JI S C 1602-1995)
RTD         ： Pt 100,  JPt 100 ( JI S C 1604-1997)
　 ＊The i nput  t ypes ar e swi t ched by set t i ng.

 

 

 

 

   

 

■ Temper at ur e I nput  Sect i on

■ Cont r ol  out put

 

 

Thermocoupl e： I nput  val ue ±( 0. 3% + 1 di gi t )  or  ±2°C,  whi chever  i s 
l ar ger  ( t he ambi ent  t emper at ur e 23±10°C) . However ,  t he 
condi t i on shal l  be ±3°C i n t he -100 t o 0°C r ange,  and 
±4°C i n t he -200 t o -100°C r ange.   Not  speci f i ed f or
t emper at ur es not  hi gher  t han 400°C f or  t hermocoupl e B. 　 　 　

RTD         ： I nput  val ue ±( 0. 3% + 1 di gi t )  or  0. 9°C,  whi chever  i s 
l ar ger  ( t he ambi ent  t emper at ur e 23±10°C) .
At  ambi ent  t emper at ur es of  0 t o 50°C,  ±( 0. 5% + 1 di gi t )
or  1. 5°C,  whi chever  t he hi gher .

Rel ay cont act  
out put

Cont r ol  out put ： 250VAC,  3A ( r esi st ance l oad) 　 Cont act  1a　

 
SSR dr i vi ng 
vol t age out put

 

Cont r ol  out put ： 12VDC  Load r esi st ance:  600  or  mor e

   Mi ni mum l oad　 5VD C, 100mA　

 Event 1 outp ut： 250VAC, 1A ( resi stance l oad) 　 Contact 1a 
Mi ni mum l oad:  5VDC,  10mA

 

 

 

 

 



■ DIMENSION

 

Haya TO

■ Terminal connection 

「C」,「NO」: Relay contact output
「+」,「-」 : SSR drive voltage output

RTD input
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■ Model selection 
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 Output 1

Thermocouple 
input

Event 1 

For multiple unit mounting

 For single unit mounting 
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 63
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 Output 2/Event 2 NO Event 1,Output 2/Event 2 

No. Item Content

①

Event 1

Output 1 
P

A (Fixed)
Relay contact 

jj
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R

 

SSR drive voltage output

Relay contact 

■ Timer

 

 

Unit setting 

 
 

 

 

   

   Switchover between hours/minutes and minutes/seconds

■ General Specification

 

 Environmental 
conditions  

 

 

 

   

 

   100 to 240VAC, 50/60Hz

 
 Standard environmental 
 conditions 

Power supply voltage

Temperature range: 23°C ±10°C
Humidity range: 45 to 75%RH

 Setting range

 Setting precision Time setting ± (1.5% + 0.5 seconds)

 0 minutes and 0 seconds to 59 minutes 59 seconds
 0 hours 0 minutes to 99 hours 59 minutes

Operating environmental 
conditions 

Temperature range: 0 to 50°C
Humidity range: 20 to 90%RH (no condensation)

Storage environmental 
conditions 

Temperature range: -25 to 70°C (no freezing, 
no condensation) 
Humidity range: 5 to 95%RH (non-condensing) 

 

② 

③ B (Fixed)Output 2/Event 2




